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1 Introduction to the document suite

This document is an addendum to the TR-512 ONF Core Information Model and forms part of
the description of the ONF-CIM. For general overview material and references to the other parts
refer to TR-512.1.

1.1 References
For a full list of references see TR-512.1.

1.2 Definitions
For a full list of definition see TR-512.1.

1.3 Conventions
See TR-512.1 for an explanation of:

e UML conventions
e Lifecycle Stereotypes
e Diagram symbol set

1.4 Viewing UML diagrams

Some of the UML diagrams are very dense. To view them either zoom (sometimes to 400%),
open the associated image file (and zoom appropriately) or open the corresponding UML
diagram via Papyrus (for each figure with a UML diagram the UML model diagram name is
provided under the figure or within the figure).

1.5 Understanding the figures

Figures showing fragments of the model using standard UML symbols as well as figures
illustrating application of the model are provided throughout this document. Many of the
application-oriented figures also provide UML class diagrams for the corresponding model
fragments (see TR-512.1 for diagram symbol sets). All UML diagrams depict a subset of the
relationships between the classes, such as inheritance (i.e. specialization), association
relationships (such as aggregation and composition), and conditional features or capabilities.
Some UML diagrams also show further details of the individual classes, such as their attributes
and the data types used by the attributes.

2 Introduction to the Further Enhancements

The focus of this document is areas of ongoing work that are not represented in other TR-512
documents.

A data dictionary that sets out the details of all classes, data types and attributes is also provided
(TR-512.DD).
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3 Summary of some further enhancements

3.1 Future work areas

The items below provide details of potential future areas of work in the CoreModel. The list is
not in any particular order (document numbers within the TR-512 series are highlighted where
appropriate):

LTP Port and LP Port model (.2)
Spec model pattern generalization (.7 and A.10)

o Generalize the spec models of LTP, FC, FD, etc. and scheme/system spec to have
a general spec pattern

o Refactor LTP Spec to be Component-System Spec

= |Inv2.n, refactor the LTP spec to be a full generalized Component-System
spec with constraints on what components can be used. Depends on LTP
Port work.
Interaction and management-control messaging (.8, .A.6 and .A.7)
o Developing models for interaction/messaging in the context of ECC/DCN and
protection
= This leads to the need to develop support for basic IP networking
o Developing message sequence diagram (for operation sequences)
Interaction patterns for advancement of TAPI etc. (.10 and .A.7)
o Completion of the generalized operations pattern covering range of cases
including intend and CRUD
= Support operations patterns including intent
= Support TOSCA and policy
= QOperations interaction model
= QOperations temporality
o Understand the relationship with Dynamic APIs and Strategic Mediation
o Operation pattern for general task
= Use TAPI OAM as the seed to investigate using the Operation Pattern to
support general task, taking the G.8052 On-demand measurement job
requirement into account as input.
= Use of Job Task to improve operation patterns
Support for specific interface development in TAPI (various)
o More layer examples ((A.4, .A.5 and .A.6)
Assurance (.10 and .A.7)
o Modeling of events and the reporting of events
Patterns and architectures (.A.2)

o Continue construction of models that explore the pattern underlying Link/FC/FD
and minimally represent that pattern and show derivation of Link/FC/FD from
that pattern.

Dependency graph representation of telecommunications technology including flow
semantics ((A.2)

o For expression of detailed processes of a telecommunications technology to
enable interpretation of a new technology
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e Profiles, Templates and Specifications (.7 and .A.10)

o

©) o O O O o O O

O

Completion of spec model and addition of profiles model in the spec context
Further development of constraint models (also covering policy)
Complete pattern and migrate model to use pattern
Develop class-based rule mechanism and consider more fluid approach to Core
model
Provide further examples of usage
Develop detailed rules
Refine model to deal with rule interaction
Consider FD/FC spec convergence
= FdPort added in V1.3 will help here
When dealing with Compound Links we need to consider whether rules are
necessary for Link (the same structure will apply but an additional association
from Link to FD will be necessary)
Development of a specification toolkit including standardized rules and structures
DSGL (Domain Specific Graphical Language to ease spec construction)
Model v specification (see also notes in .7):
= Implication of the work so far is that the specification structure is the
model structure and that the schema for any particular case has some parts
of the structure in compile time form and other parts in runtime only form
where the runtime form may have static parts only in the spec form
= |sareplication of the model structure in formal model but that formal
model should be decoupled at various points and extensible in a
constrained way at various points.
= Considerations of “model viscosity” (all models are fluid over some
timeframe)
Dealing with LTP and LP formal sub-structuring challenge
= Related to the previous bullet... should the LP sub structuring of the spec
model be part of the LP model
Migration of operations from non-spec to spec
= Continuum of usage approaches from “phrase book user” to “orator”
FcSpec refinements
= Should the FC spec be rationalized to recognise that MSUF is essential an
FC (implications etc)?
Moving to the generalized spec
= How should constraints on each class spec be expressed in the context of a
generalized spec?
Understanding the relationship to Dynamic APIs, Strategic Mediation and the
Operations Patterns
Enhance the extension mechanism
Development of the scheme specification
= Generalization to deal with specification of any network structure
= Enhance the application to protection

¢ Resilience (.5 and .A.11)
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Further development of the scheme specifications for resilience schemes
Carry out further work on the unexpected flow query
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o Use of partition v route and use in combination (see .5 for some notes)
o Build on the model of signalling to deal specifically with resilience schemes
(see .5 for some detailed considerations). This will be related to work in
= .8 as this will be part of the MCC work as the C&SC is a controller and
general messaging and signalling will be covered in .8
= 7 asthere is a specification aspect
Refine documentation on relationship to protectionGroups (see notes in .5)
Complete route feeds port relationship
Complete route lifecycle documentation (see .5)
Indication of encapsulated resilience on FC and Link
o Further examples including dual homed cases
e Control and Interaction (.8, .11, .A.7 and .A.9)
o Constraint Domain split (separating basic grouping from constraint application)
e Timing and Synchronization model including frequency and time/phase (.2 and .A.8)
o Complete work and examples
e Physical Equipment (.6 and potentially a new .A.n)
o Enhancements to the equipment model
o Enhancements to the expectation v actual model approach (see detailed notes
in .6)
o Progress attribute details to «Preliminary» or «Mature»
Rationalize attribute groupings
o Look for formal sources for physical properties and work towards a P&R
relationship to these sources
o Strengthen linkage and improve decoupling wrt other model areas
= For functional work wrt ProcessingConstruct (.11 and .A.9) and OAM
functions (.9 and .A.7)
e Also see detail notes in .6
o Separate out Management-Control parts into Management-Control model (.8
and .A.7)
o Refine and move specification model detail from Physical model document to
Specification model document and move model as appropriate (.7 and .A.10).
o Addressing of ports (see .6 for some details)
e Software model enhancements (.12 and .A.13)
o Representation of software and relationship to physical (.6) and functional (.11)
models
e ProcessingConstruct (.11 and .A.9)
o Document relationship to:
= TOSCA meta-model
=  Component
= VNF
o Degree of specialization (related to .A.2)
=  PC v ControlComponent v C&SC
= PCVFC
= CDVFD
o Component-System recursion and projecting views
o PC emergence from software (see also Software in this list)

o O O O

O
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o CD/PC spec
FC, FD, Link and Topology (.2, .4)
o Various detailed enhancements including considerations of merging of FC and
Link
o Consider merging FD and Link
o Improve derivation of FD/FC/Link from Component-System pattern (.A.2)
= Consider FC/Link convergence (.4)

o Further clarification of off-network “things” (could be a link topology)
o Various illustration of FD/Link lifecycle
= Consider generalized lifecycle state and state interaction
o Cost algorithm
o Illustrate use of model for inverse multiplexing cases (.A.4, .A.5 and .A.6)
o Media Multipoint (A.4)
o Improve documentation on terminationState
o Stating detailed properties on topology
o Rationalize use of NearEnd/FarEnd, Input/Output, Ingress/Egress etc.
o Further develop Transitional Link examples (in .A.5 and .A.6) to cover complex

Links (see .4)
o Further develop non-orthogonal FDs (see .4) and provide examples (in .A.4, .A.5
and .A.6)
View abstraction (.4, .8)
o Enhancements to view abstraction examples and cases, including FD view, FC
view, Call view, Service view, Connection view
o Further work on rules for virtualization (e.g. what from one view can be grouped
in the same link from another view)
Analogue media (.A.4)
o Add physical examples
o Enhance strand view
o Complete work on relationship to internal physical structure
Mapping to other models (.TM)
o Enhancements to the mapping to OpenFlow
o Development of mappings to IETF models (e.g. TEAS)
o Mapping to TOSCA
o Aim for convergence of industry models
Stating rules and constraints (various including .2, .4)
o Method for statement of inter-attribute and inter-association rules
o See also subsections below
Model restructuring (.1 and new .A.n)
o Decoupling for improved modularity and independent working (new .A.n)
o Model federation (new .A.n)
o Model patterns (new .A.n)
Model backward compatibility (new .W.2)
o “W?” series are white papers. .W.1 will be an introduction document
o Develop from material originally targeted for a white paper
o Semantic compatibility
Identity model investigation (.3)
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o Investigate the identify model (Global class & Local class). Instead of inheriting
from Global or Local class, the tool will generate the necessary identifier
attributes from the Global and Local classes and add to the entity classes at
design/compile/run time.

Application (L4 and above) examples (A.12)
Security Audit
Location examples (A.16)
Power model
Catalog Inventory storage application
Minor enhancements
o Rename the LayerProtocol class
e Documentation
o Ongoing improvements
e Tooling (not in TR-512)
o Enhancement to UML-YANG mapping to cover specification models
o Enhancements to pruning and refactoring process and tooling

3.2 Some detailed notes on future work

3.2.1 Model structure rules

Some of the associations in the model are interrelated by some pattern. The following figure
explores ways of expressing the patterns and interrelationships.

Page 10 of 13 © 2024 Open Networking Foundation



TR-512.FE Core Information Model — Future Enhancements

~ T wers forw por Lwed
~ Wiews fare ger v

[T ‘1
LupmPaatcah (one po wyristoiad

Version 1.6

Fov any apecfie LTF far coch imvtanie ey

ol Mavvgrtonlts Tel eV o there wed
be » commgonting it of
T 15 Tok smh Vi ind Pat that
H raches the dame Link, Thess will be 0o
.L daplacates
“LrbRar Tt trs
Mgl L TP
. b twas Livs- ™
__I-Wh:- Lo LP
- ~Bacableberebabe tiaretire et geod reason v
oero)
~ Plaseed L0 nat yut mplace.
T
3 FReunw
FonComenniBly ;| «Opeshisdeiane OpeshbofeXlan) (nel o
L hePuet e e e FebiaiRimates 1
t fetfed cPoms 1 . !
' '
' '
. \ 1 . .
—
H Frllooaphaliescrinsbhf oo
LG | P50 0 Opemodd T .
nespidmedntcher ! d Ekﬂll&
| el e FeSamcrare - H ®
; ) - :
H L FeSwieh e

CoreModel diagram: HighLevelSkeltonOverviewWithLoopsHighlighted-Altenativel

Page 11 of 13

Figure 3-1 Association interrelationship rules
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For each FcPort, if there is an
FcSwitch it will be in the same FC
as the FcPort. OR For each
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Figure 3-2 Highlighting loops and spirals — FC, FcPort and FcSwitch example
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LinkHasAssociatedFds

w

«OpenModelClass»
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Figure 3-3 Highlighting loops and spirals — FD/Link example

3.2.2 Lifecycle dependency

The approach uses a stereotype to identify degree of dependency. In the model below reporting
the FC without its FcPorts is not useful.

«OpenModelClass»

Q FcPort

2. «StrictComposites

FcHasFcPorts 1

= ForwardingConstru...

«0OpenModelClass»

Figure 3-4 Highlighting lifecycle dependency
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More complex cases where lifecycle is dependent upon at least one of a particular set of classes

existing is more challenging.

3.2.3 Multiplicity restrictions

Many multiplicity ranges have subtle case based restrictions that are not reflected in the model.
The following figure provides a view of a simple approach to recording multiplicity restrictions.

FdAggregatesLtps

MuiltipleF d:

- Fdlevels (one per Level)
- Views (one per view)

- LayerProtcols (one per layerProtocol)

= LogicalTerminationPoint

% «OpenModelAttribute, Preliminary= + physica...

«OpenModelClass» ~ j-—-—-——

FicPortCon

ectedToltp

+ _forwardihgDomain

«OpenModelClass»
Q ForwardingDomain

Multiple LTP
- Bidirectional FcPort to two Uni-directional LTPs

Zero LTP

- BreakBeforeMake transition (not good reason for

Zero)

7 - Planned LTP not yet in place.

*

+ _fePort

«0OpenModelClass|
Q FcPort

CoreModel diagram: MultiplicityRuleExampes

Figure 3-5 Multiplicity rule example

End of Document
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